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^= (54) TItie: METHOD AND DEVICE FOR THE COMBUSTION OF FUEL 

^= (54) Bezeichnung: VERFAHREN UND VORRICHTUNG ZUM VERBRENNEN VON BRENNSTOFF 




(57) Abstract: A method and device (10) for the com- 
bustion of fuel in a fuel chamber (12) resulting in com- 
bustion which is particularly low in nitrogen, wherein 
fuel and combustion air are mixed before entering the 
combustion chamber (12) avoiding self-ignition; a first 
part (36) of the mixture (34) is introduced into the com- 
bustion chamber (12) such that it circulates inside the 
combustion chamber (12); other fuel is added to the cir- 
culatory flow (46) of the first part (36) of the mixture 
(34) until it is heated up to ignition conditions; and at 
least one second part (38) of the mixture (34) is intro- 
duced into the combustion chamber (12) in such a way 
that it is mixed with hot combustion gas (34) from the 
circulatory flow (46), heated up and combusted until it 
leaves the combustion chamber (12). 

(57) Zusammenfassung: Ein Verfahren und eine 
Vorrichtung (10) zum Verbrennen von Brennstoff in 
einer Brennkammer (12) fuhren zu einer besonders 
NOx-armen Verbrennung, indem Brennstoff und 
Brennluft vor einem Eintritt in die Brennkanmier 
(12) unter Vermeidung von Selbstziindung gemischt 
werden, ein erster Teil (36) des Gemisches (34) 
derart in die Brennkammer (12) eingebracht wird, 
dass er in der Brennkammer (12) zirkuliert, in die 
Ziikulationsstromung (46) des ersten Teils (36) 
des Gemisches (34) weiterer Brennstoff zugefUhrt 
wird, bis ein Aufwarmen auf Zundbedingungen 
gewahrleistet ware, und mindestens ein zweiter Teil 
(38) des Gemisches (34) derart in die Brennkammer 
(12) eingebracht wird, dass er sich mit einem aus 
der Zirkulationsstromung (46) abstromenden, heiBen 
Brenngas (50) mischt, sich erwarmt und bis zu seinem 



Austritt aus der Brennkammer (12) verbrennt 
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— vor Ablauf der fur Anderungen der Anspruche geltenden 
Frist; Verdffentlichung wird wiederhob, falls Anderungen 
eintreffen 

Zur Erkldrung der Zweibuchstdben-Codes und der anderen Ab- 
kiirzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang Jeder reguldren Ausgabe der 
FCT-Gazette verwiesen. 



Veroffentlicht: 

— mit intemationalem Recherchenbericht 



